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MODEL/RANGE RK- 118      /       0-100 ppm, 0-10 ppm

RESOLUTION / ACCURACY 0-1 ppm/+ 1%

OPERATING TEMP
.

0 to 50 C

SENSOR TYPE Electrochemical/ Solid State/ Semi Conductor

RESPONSE TIME Less then 1 Second

DISPLAY 3 ½ digit, 12.5 mm digit height, 7 Segment LED

OUTPUT
2 Set-points: 1 NO/C potential free
contact rated 230V/ 5A for each Alarm-1 & Alarm-2

RECORDER OUTPUT 4-20 mA DC

POWER SUPPLY 230V AC + 10% 50 Hz/ 110V Optional

MOUNTING Wall Mounting

CONFIRMING Aluminum Anodized Body

DIMENSION 132 (H) x 426 (W) x 245 (D) in mm

ACCESSORIES
Operating and maintenance instruction manual,
Electrolyte Bottle and Industrial Hooter

TOTAL SHIPPING WEIGHT 13 Kg.

OPTIONAL
Chart Recorder, Extra Cable for long distance
application, Calibration Kit.
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HUSAINI ENGINEERS PVT LTD 
Plot # 29, 304, Fakhri Manzil, Saifee Park, Church Road, Marol, Andheri (East). Mumbai: 400 059(India) 

Phone: Email: +91-22-28364404        husainieng@gmail.com 
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